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May 16, 1984

District Director
State of Utah Ñ$$Ÿ1 8 1984
Natural Resources and Energy
Division of Oil, Gas and Mining DIVISION OF OIL
4241 State Office Building GAS & NHANAN3
Salt Lake City, Utah 84114

Re: APD-NTL6 Submittal
Enserch Exploration, Inc.
Federal No. 1-9
Section 9-T9S-R16E S.L.B.&M.
Duchesne County, Utah

Dear Sir:

We are currently in the process of filing the Application for
Permit to Drill for the captioned well with the Bureau of Land Manage-
ment. Two copies of this permit have been sent to your office with
this letter for your review and approval.

It is anticipated that drilling operations will commence as
soon as possible after the approval of this application. For this
reason, your timely handling of this permit is greatly appreciated.
If there are any questions or if additional information is required,
please advise.

Yours truly,

Regional Drilling Manager

DAC/hrs



Form 3160-3 SUBMIT IN TRIiwaTE* Form approved.
(November 1983) (Other instructions on Budget Bureau No. 1004-0136
(formerly 9-33tc> UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR J. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-44427

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 0. IF INDIAN, ALLOTTER OR TRIBB NAME

N/A1a. TYPE or womK

DRILL U DEEPEN O PLUG BACK O L UNE AGHEMENT NAME

b. TTPE OF WELL N/A
OTL GAg BINGLE MULTIPLE 8. FARM OR LEASE NAME
WELL WELL OTHER EONE EONE

2. NAME OF OPERATOR FEDERAL
Enserch Exploration, Inc. 9. WELL NO.

3. ADDRESS OF OPERATOR ...)

1 LD WILDCAT

At surface
2120 ' FNL & 733' FWL (SWh;-NWh;) 11. .. r., .. x on ama.

At proposed prod. sone gy Section 9-T S-R16E
Same S.L.B.&M.

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OB POST OrrICE* 12. COUNTT OR PARISH 18. BTATE

Approximately 18.8 miles south of Myton, Utah DNISION OF OIL Duchesne Utah
10. DISTANCE PROM PROPOSED* 16. NO. OF ACBEB I OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTT OR LEASE LINE, FT 520 ' 440 40(Also to nearest drlg. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTIT ) 20. ROTABI OE CABLE TOOLS
To NEAREST WELL, DRILLING. COMPLETED,
OR APPLIED FOR. ON THIS LEASE. FT. None 6150' Rotary

21. EI2VATIONS (Show wisetiser DF. RT, GR. etc.) 22. APPROX. DATE WOBE WILI, START*

5791' GR ASAP
,

23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF ROLE 81EE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

12-1/4" 8-5/8" 24# 300' circulate to surface
7-7/8" 5-1/2" l').5# 6150' Sufficient to cover productive

zones and protect oil shale
and aquifers

Propose to drill a 12-1/4 inch hole to 300 feet, set 8-5/8 inch casing and cement to
surface. An 11 inch x 3000 psi bradenhead and 11 inch x 3000 psi double hydraulic
pipe and blind rams, and annular blowout preventers will be installed and tested to
2000 psi. A 7-7/8 inch hole will then be drilled to a total depth of 6150 feet with
a KCL base drilling fluid. If the well is evaluated to be productive, 5-1/2 inch pro-
duction casing will be run and cemented. If the well is non-productive, the well will
be plugged and abandoned according to B.L.M. requirements. The location will be re-

stored as per B.L.M. instructions, and a dry hole marker erected.

APPROVEDBYTHE STATE
OF UTAH DIVISION OF
OIL, G S, ND 1 INGDATE•

IN ABOVE SPACE DESCRIBE PROPOSED PacoxAal: It proposal is to deepen or plag ba da o p at p tre an proposed new productive

zone. If proposal is to drill or deepe directionally, give pertinent data on * * ** ' ' ' " Give blowout

(This space for Federal or State oŒce use

P RifiT No (PPanver aqTE

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IT ANT :

*SeeInstructionsOn Revers. Sid.
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Company Enserch Exploration, Inc. Well No. 1-9

Location Sec. 9, T9S, R16E Lease No. U-44427

Onsite Inspection Date April 24, 1984

The Vernal District Petroleum Engineers have reviewed the Application
or Permit to Drill for technical adequacy and concur with the down
hole portion of the request providing the following stipulations are
included as a part of the approval:

1. In accordance with API RP 53, 3000 psi BOP stacks shall include
an annular-type



CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

COMPANY: Enserch Exploration, Inc. WELL NO: Federal No. 1-9

LOCATION: Section 9 T 9S R16E LEASE NO: U-44427

ONSIGHT INSPECTION DATE: April 24, 1984

All lease and/or unit operations will be conducted in such a manner that full
compliance is made with applicable laws, regulations (43 CFR 3100), Onshore
Oil and Gas Order No. 1, and the approved plan of operations. The operator
is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

(A) DRILLING PROGRAM

1. Surface Formation and Estimated Formation Tops:

FORMATION DEPTH

Uinta Surface
Green River 1640'
Garden Gulch 4157'
Douglas Creek 4707'
Lower Douglas Creek 5492'

2. Estimated Depth at Which Oil, Gas, Water or Other Mineral Bearing
Zones are Expected to be Encountered.

FORMATION DEPTH REMARKS

Uinta Surface Water
Green River 1640' Water
Garden Gulch 4157' Oil/Gas
Douglas Creek 4707' Oil/Gas
Lower Douglas Creek 5492' Oil/Gas/Water

All fresh water and prospectively valuable minerals (as described by
BLM at onsite) encountered during drilling, will be recorded by
depth and adequately protected. All oil and gas shows will be
tested to determine commercial potential.

3. Pressure Control Equipment

Attached is a schematic of the minimum requirements for blowout
prevention equipment. An 11 inch, 3000 psi working pressure
double hydraulic BOP with pipe and blind rams will be installed
on the casinghead prior to drilling below surface casing. A
spherical preventer or rotating head will also be installed.

All BOP equipment will be pressure tested to 2000



BOP systems will be consistent with API RP 53. Pressure
tests will be conducted before drilling out from under
all casing strings which are set and cemented in place.
Blowout preventer controls will be installed prior to
drilling the surface casing plug and will remain in use
until the well is completed or abandoned. Preventers
will be inspected and operated at least daily to ensure
good mechanical working order, and this inspection re-
corded on the daily drilling report. Preventers will be
pressure tested before drilling casing cement plugs.

The District Office should be notified, with sufficient
lead time, in order to have a BLM representative on
location during pressure testing.

4. Casing Program and Auxiliary Equipment

Setting Depth Size Weight Grade Condition Cement Top

0 - 300' 8-5/8" 24# K-55 New Surface
0 - 6150' 5-1/2" 15.5# K-55 New 300'

Anticipated cement tops will be reported as to depth, not the
expected number of sacks of cement to be used. The District
Office should be notified, with sufficient lead time, in order
to have a BLM representative on location while running all casing
strings and cementing.

Auxiliary Equipment

1. An upper kelly cock will be kept in the string at all times.

2. A full opening safety valve will be kept on the floor
for stabbing into the drill pipe when the kelly is not
in the string.

3. A mud logging unit with gas detecting equipment will be
used from 300 feet to total depth.

5. Mud Program and Circulating Medium

INTERVAL MEDIUM ANTICIPATED PROPERTIES

O' to 300' Fresh Water MW - 8.3 - 8.6 ppg
Gel/Lime VIS - 28 - 32 sec/qt

WL - N/A
300' to 3000' Water/Flocculants MW- 8.3 - 8.6 ppg

Gel Sweeps VIS - 28 - 30 sec/qt
WL - Natural

3000' to 6150' 4 to 5% KCL Water MW - 8.5 - 8.7 ppg
Gel Sweeps VIS - 28 - 30 sec/qt

WL -



Adequate stocks of sorptive agents and other materials will be
on site to handle any anticipated downhole problems as well as
possible spills of fuel and oil on the surface.

If additional weight is needed to control pressures or heaving
shale, a gel-chemical fresh water mud will be used with barite
as needed to control pressure.

No chromate additives will be used in the mud system on Federal
and Indian lands without prior BLM approval to ensure adequate
protection of fresh water aquifers.

6. Coring, Logging and Testing Program

Anticipated Logs -

DLL/MSFL/GR/CAL 6150' to 300'
CNL/FDC/GR/CAL 6150' to 3500'

There will be no cores or drill stem tests conducted on this
well.

Whether the well is completed as a dry hole or as a producer,
"Well Completion and Recompletion Report and Log" (Form 3160-4)
will be submitted not later than 30 days after completion of the
well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core
descriptions, core analyses, well-test data, geologic sumaries,
sample description, and all other surveys or data obtained and
compiled during the drilling, workover, and/or completion oper-
ations, will be filed with Form 3160-4. Samples (cuttings,
fluids, and/or gases) will be submitted when requested by the
authorized officer (AO).

7. Abnormal Conditions, Bottom Hole Pressures and Potential Hazards

No abnormal pressures, temperatures, H2S or other potential
hazards have been reported from wells to this depth in this
area; thus none are anticipated for this well.

8. Anticipated Starting Dates and Notifications of Operations

Location Construction: As soon as possible after approval of
this permit.

Spud date: Within 7 days after completion of location.

No location will be constructed or moved, no well will be plugged,
and no drilling or workover equipment will be removed from a well
to be placed in a suspended status without prior approval of the
AO. If operations are to be suspended, prior approval of the
AO will be obtained and notification given before resumption of



The spud date will be reported orally to the AO within 48
hours after spudding. If the spudding occurs on a weekend
or holiday, the report will be submitted on the following
regular work day. The oral report will be followed up with
a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well
will be reported on Form 9-329 "Monthly Report of Operations",
starting with the month in which operations commence and
continue each month until the well is physically plugged and
abandoned. This report will be filed, in duplicate, to the
Vernal BLM District Office, 170 South 500 East, Vernal, Utah
84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents,
or any other unusual occurrences shallbe promptly reported in
accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations,
a "Sundry Notice" (Form 3160-5) to that effect will be filed,
for prior approval of the AO, and all conditions of this approved
plan are applicable during all operations conducted with the
replacement rig.

Should the well be successfully completed for production, the
AO will be notified when the well is placed in a production
status. Such notification will be sent by telegram or other
written communication, not later than 5 days following the date
on which the well is placed on production.

Pursuant to NTL-2B, with the approval of the District Engineer,
produced water may be temporarily disposed of into unlined pits
for a period of up to 90 days. During the period so authorized,
an application for approval of the permanent disposal method, along
with the required water analysis and other information, must be
submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to
vent/flare gas during initial well evaluation tests, not ex-
ceeding a period of 30 days or the production of 50 MMCFof
gas, whichever occurs first. An application must be filed with
the District Engineer and approval received, for any venting/
flaring of gas beyond the initial 30 day or authorized test
period.

A schematic facilities diagram as required by 43 CFR 3162.7-2,
3162.7-3, and 3162.7-4 shall be submitted to the appropriate
District Office within 30 days of installation or first pro-
duction, whichever occurs first. All site security regulations
as specified in 43 CFR.3162.7 shall be adhered to. All product
lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR



A first production conference will be scheduled within 15 days
after receipt of the first production notice.

No well abandonment operations will be commenced without the
prior approval of the AO. In the case of newly drilled dry
holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "Subsequent Report of Aban-
doment" Form 3160-5, will be filed with the AO within 30 days
following completion of the well for abandonment. This report
will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved
until the surface reclamation work required by the approved APD
or approved abandonment notice has been completed to the satis-
faction of the AO or his representative, or the appropriate
Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators
have the responsibility to see that their exploration, development,
production, and construction operations are conducted in a manner
which conforms with applicable Federal laws and regulations and
with State and local laws and regulations to the extent that such
State and local laws are applicable to operations on Federal or
Indian



B. Thirteen Point Surface Plan

1. Existing Roads: See Maps "A" & "B"

a. Location of proposed well in relation to town or other
reference point:
18.8 miles South - southwest of Myton, Utah

b. Proposed route to location:
From the junction of U. S. Highway 40 and Utah State Highway
53 (approximately 1.6 miles west of Myton, Utah) proceed
south 1.6 miles on Highway 53 to its junction with Utah
State Highway 216; proceed in a southeasterly direction
onthis road9.4 miles to its junction with a road to the
southwest; proceed southwesterly on this road 6.2 miles
to the location.

c. Location and description of roads in the area:
The Highways 40 and 53 are bituminous surface roads. Highway
216 is a gravel surfaced road. All other roads are built
from native materials accumulated during their construction.

d. Plans for improvement and/or maintenance of existing roads:
There is no improvement planned for the existing roads. State
and County crews maintain the highways.
The roads that are required for access during the drilling
phase, completion phase and production phase of the well will
be maintained at the standards required by the BLM or other
controlling agencies. This maintenance will consist of minor
grader work for smoothing of road surfaces and for snow removal.

2. Planned Access Road: See Map "B"

a. Width: 18 feet (9 feet each side of centerline)
b. Maximum Grades: 5 to 7 percent
c. Turnouts: None
d. Location (Centerline): Proposed road runs 800 feet,

west-southwesterly from the
existing road to the we11-site.

e. Drainage: The road will be crowned and "V" ditched.
f. Surface Materials (source): All materials used in construction

of this road will be native materials
accumulated during construction

All travel will be confined to existing access road rights-of-way.

3. Location of Existing Wells: See Map "C"

There are 3 producing wells within a 1 mile radius of the proposed
well site as follows:

Section 5 - T9S-R16E: NE - SE - Diamond Shamrock - Fed. No. 43-5
SE - SE - Diamond Shamrock - Castle Peak #9

Section 9 - T9S-R16E: NW - SE - Diamond Shamrock - Castle Peak



4. Location of Tank Batteries and Production Facilities:

All permanent (on site for six months or longer) structures
constructed or installed (including oil well pumpjacks) will
be painted a flat, non-reflective, earthtone color to match
the standard environmental colors, as determined by the Rocky
Mountain 5 State Interagency Committee. All facilities will
be painted within 6 months of installation. Facilities required
to comply with 0.S.H.A. (Occupational Safety and Health Act)
will be excluded.

If a tank battery is constructed on this lease, it will be
surrounded by a dike of sufficient capacity to contain 1-1/2
times the storage capacity of the battery.

Tank batteries will be placed on the north end of the location.

All loading lines will be placed inside the berm surrounding
the tank battery.

All site security guidelines identified in 43 CFR 3162.7 reg-
ulations will be adhered to.

All off-lease storage, off-lease measurement, or commingling
on-lease or off-lease will have prîor written approval from
the AO.

Gas meter runs for each well will be located within 500 feet of
the wellhead. The gas flowline will be buried from the wellhead
to the meter and 500 feet downstream of the meter run or any pro-
duction facilities. Meter runs will be housed and/or fenced.

The oil and gas measurement facilities will be installed on the
well location. The oil and gas meters will be calibrated in
place prior to any deliveries. Tests for meter accuracy will
be conducted monthly for the first three months on new meter
installations and at least quarterly thereafter. The A0 will
be provided with a date and time for the initial meter calibration
andall future meter proving schedules. A copy of the meter cali-
bration reports will be submitted to the Vernal District Office.
All meter measurement facilities will conform with the API standards
for liquid hydrocarbons and the AGA standard for natural gas
measurement.

5. Location and Type of Water Supply

All water needed for drilling purposes will be obtained from the
Duchesne River at the point where it crosses under Highway 40.
Water will be hauled by truck over existing roads. There will be
no water well



6. Source of Construction Material

Road surfacing and pad construction material will be obtained from
borrow material accumulated during construction of the location
and access road.

The use of materials under BLM jurisdiction will conform to 43 CFR
3610.2-3.

Construction material will be located on lease.

7. Methods of Handling Waste Disposal

The reserve pit will not be lined.

Burning will not be allowed. All trash must be contained and
disposed of by a trash cage and hauled to an approved sanitary
landfill.

Produced waste water will be confined to an unlined pit for a
period not to exceed 90 days after initial production. During
the 90 day period an application for approval of a permanent
disposal method and location, along with required water analysis,
will be submitted for the AO's approval. Failure to file an
application within the time allowed will be considered an incident
of noncompliance, and will be grounds for issuing a shut-in order. .

8. Ancillary Facilities

Camp facilities will not be required. Temporary trailers will be
placed on location to house the company representative, tool
pusher, and mud logger.

9. Well Site Layout: See Attachment

The reserve pit will be located on the southwest side of the location.

The stockpiled topsoil will be stored on the southeast end of the
location.

Access to the well padwillbe from the northeast.

Reserve pits will be fenced with a wire mesh fence and topped with
at least one strand of barbed wire.

10. Plans for Restoration of Surface

Immediately upon completion of drilling, the location and surround-
ing area will be cleared of all debris, materials, trash and junk
not required for production.

Before any dirt work to restore the location takes place, the re-
serve pit must be completely dry and all cans, barrels, pipe, etc.
will be



10. Plans for Restoration of Surface - cont'd

All disturbed areas will be recontoured to the approximate natural
contours.

The stockpiled topsoil will be evenly distributed over the disturbed
areas.

Prior to reseeding, all disturbed areas, including the access roads,
will be scarified and left with a rough surface.

Seed will be broadcast or drilled at a time specified by the BLM.
If broadcast, a harrow or some other implement will be dragged
over the seeded area to assure seed coverage. Also, if broadcast,
the amount of seed should be proportionately larger to total
14 lb/acre.

The following seed mixture will be used:

Oryzopsis hyneroides 1 lb/ac
Agropyron cristatum 1 lb/ac
Poa secunda 1 lb/ac
Kochia prostrata 2 lb/ac
Atriplex confertifolia 2 lb/ac
Ceratoides lanata 2 lb/ac

Total 9 lb/ac

The reserve pit and that portion of the location and access road
not needed for production or production facilities will be re-
claimed.

11. Surface and Mineral Ownership

All surface and mineral ownership is held by the Bureau of Land
Management.

12. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A")

The area is a basin formed by the Uinta Mountains and Duchesne
River to the north and the Green River and the Roan Plateau to
the south.

The basin floor is interlaced with numerous canyons and ridges
formed by the non-perennial streams of the area. The sides of
these canyons are steep with ledges formed in sandstones, con-
glomerates, and shale deposits.

The majority of the washes and streams in the area are non-
perennial in nature with the only one in the area having a
year round flow being the Green River to the south and east,
of which the numerous washes, draws and non-perennial streams
are tributaries



12. OTHER INFORMATION - cont'd

The majority of the surrounding drainages are of a non-
perennial nature with normal flow limited to the early
spring and extremely rare heavy thrunderstorms, or rain-
storms, or rainstorms of high intensity that lasts over
an extended period of time and are rare in nature as the
normal annual precipitation is only 8 inches.

All drainages in the immediate area are non-perennial
streams and flow southerly to the Green River.

The geologic structures of the area that are visible are
of the Uinta Formation (Eocene Epoch) Tertiary Period in
the upper elevations and the Cobblestone and younger
alluvial deposits from the Quaternary Period.

The topsoils in the area range from a light brownish-gray
sandy clay (EM-ML) type soil to poorly graded gravels to
a clayey (OL) type soil.

Due to the low precipitation average, climate conditions
and the marginal types of soils, the vegetation that is
found in the area are common of the semi-arid region we
are located in and in the lower elevations of the Uintah
Basin. It consists of areas of sagebrush, rabbitbrush,
some grasses and cacti in the areas away from and in the
vicinity of non-perennial streams. In the areas that are
formed along the edges of perennial streams cottonwood,
willows, tamarack, sagebrush, rabbitbrush, grasses and
cacti can be found.

The fauna of the area is sparce and consists predominately
of the mule deer, coyotes, rabbits and varieties of small
ground squirrels and other types of rodents, and various
reptiles common to this area.

The birds of the area are raptors, finches, ground sparrows,
magpies, crows and jays.

THE TOPOGRAPHY OF THE IMMEDIATE AREA - (See Topographic Map "B")

The Federal No. 1-9 is located on a relatively broken area
between Castle Peak Draw to the south and Wells Draw to the
north both of which drain to the northeast into the Green
River.

The terrain in the immediate vicinity of the location slopes
southerly with the grade varying from about 2 to 5 percent.
Runoff from this area flows north to south into several small
washes which in turn feed a few larger drainages that flow
north-easterly into the Castle Peak Draw at a point approxi-
mately 2 miles south-east of the location



12. OTHER INFORMATION - cont'd

The location is covered with some sagebrush and grasses.

The total surface ownership affected by this location site
is administered by the BLM.

There are no occupied dwellings or other facilities of this
nature in the general area.

There are no visible archaeological, historical, or cultural
sites within any reasonable proximity of the proposed location
site. (See Topographic Map "B").

There will be no deviation from the proposed drilling and/or
workover program without prior approval from the AO. Safe
drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be
identified in accordance with 43 CFR 3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed
for approval for all changes of plans and other operations in
accordance with 43 CFR 3164.

The dirt contractor will be provided with an approved copy
of the surface use plan.

A cultural resource clearance will be required before any
construction begins. If any cultural resources are found
during construction, all work will stop and the AO will be
notified.

See attached resource evaluation.

This permit will be valid for a period of one year from the date
of approval. After permit termination, a new application will
be filed for approval for any future



13. Lessee's or Operators Representative and Certification

Representative:

Mr. C. H. Peeples
1230 River Bend Drive
Suite 136
Dallas, Texas 75247
Phone: 214/630-8711

Certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route, that I
am familiar with the conditions which currently exist, that the
statements made in this plan are, to the best of my knowledge,
true and correct; and, that the work associated with the oper-
ations proposed herein will be performed by

Enserch Exploration, Inc.

and its contractors and subcontractors in conformity with.this
plan and the terms and conditions under which it is approved.
This statement is subject to the provisions of 18 U.S.C. 1001
for the filing of a false statement.

Date / / C. H. Peeples
Regional Drilling Manager

MEK/hrs
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ARCHEOLOGICAL- ENVIRONMENTAL
RESEARCHCORPORATION
P.O. Box 853 - Bountiful, Utah 84010

Tel.:(801)292-7061

April 2G, 1984

Subject: Cultural Resource Evaluation of Proposed
Well Location No. 1-9 in the Wells Draw
Locality, of Duchesne County, Utah

Project: Enserch Exploration Company, 1984 Drilling
Program

Project No.: EEC-84-1

Permit: Dept. of Interior, 81-Ut-179

To: Mr. Dusty Kinchen, Enserch Exploration Co.,
2030 River Bend Drive, No. 136, Dallas,
Texas 75247

Mr. Lloyd Ferguson, District Manager, Bureau
of Land Management, 170 south 500 East,
Vernal, Utah 84078

Mr. Ralph Heft, Area Manager, Bureau of Land
Management, 170 South 500 East, Vernal, Utah
84078

Info: Mr. Rich Fike, BLM State Archeologist, Bureau
of Land Management, University Club Building,
136 East South Temple, Salt Lake City, Utah



Department of the interior - BLMReport ID No. | | | j--| | \ \ \ 1 ) I
bureau of Land Management i 4 - 10

Utah State Office
~~ Report .Acceptable Yes

_

No

Summary Report of ..
Mitigation Acceptable Yes

_

No
pection for Cultural Resources Comments:

es

port Title| jEjl]Lis] 12]R)A)W) jI; C]CjgLfI)TjY) \E]V]LjIjUlijTjIj0]Nj
il , 40

velopment Company Enserch Exploration Company, Location 1-9

port Tate j0jg; ·
-26._ j1j9j8 4j 4. Antiquities Permit No. 8t-Ut-·-179

sponsible stitution
lAIEj4RICEM \¯|6 ·\ COunty Duchesne
47 61

eldworkLocation: TWNj09 Si j Rangej1j6\Ej j Section(s)|O9 jjjjjj ; ¡ -

6¿ 65 66 69 7071 7273 7475 7677

WN | \ \ \ j Range j \ \ ! ! Section(s) jj | | j jjjjjj
•

.
78 81 .82 85 8687 88 89 9091 9293

source Area jD ¡Mj TWNI \ jj ! Range j \ \ ! ! Section(s) j \ \ \ \ \ \ ] j \ \ \
110 III 94 97 · 98 1.01 10210) 104105 106107 IOS109

PO= PONY E×PRESS, BR= BEAR RtvER, PR= PRICE RIVER, WS=WARM SPRINGS FWI in spaces 65,69,81,85,97, 101 Only if,s
Sí= BOOW CLIFFS HR= HousË RANGE SE= SEV1ER RIVER · V=Vernot Meridion
HM= HENRY MourÃTAINS BE=BEAVENRivËR DX= DIXIË
KA:KANAS ES=ESCALLNTE. SJ:SAN JUAN', GR:GRAND H=Hotf Township
SP.=SAN RA'FAEL, DM:DIAMONO MOUNTAIN,

:scription of Examination Procedures:
The archeologist, F.R. Eauck,. walked a series of 10 to 15 meter wide, tfansects
along the access route and within the flagged well location during the on-site
inspection.

Unear Miles su<vey,4 l. 12151 1 1 I .
.

10. Inventory Type I
ond/or 112 117 i

R= Reconnoisance
Definoble Acres Surveyed I | | | I Í I 17 Intensive

ond/or 118 123 S= Stotistical Somple. .

Legolly Undefinable Acres "
Surveyed Î Í Í Î l Ì - Í

(*A porcet hord to codostrolfy locate i.e. nter of section)
lescription of Findings (attach appendices, if appropriate) 12. Number Sites Found: 101 \ \ 1 1

Fo cultural resources of any historic or prehistoric
.

N• sites= 0 131 135

pefiod were observed during tho evaluation. °

' Collection: SY=Yes,N=No
136-

ictual/Potential National Register Properties Affected.:
The National Register has been consulted and no registered properties will

be affected by the proposed operation.

Literature Search, Location/Date: Vernal'District Offic.e, 4-24-84

Conclusion/Recommendations:
AERO recommends that a cultural r.esource clearance be granted to

ENSERCH EXPLORATION COMPANY
based upon ad erence to he stipulations noted on thi





UTAR STATE
DEP.ARTMENTOF NATURALRESOURCES

'

DIVISION OF OIL AND GAS 100813
INSPECTION RECORD-- PRODUCING

T. 9s R. I6e SEC. 9 / WELL NAME. Castle peak 1--9
k-k Sw Nw - LEASE NO.
COUNTYDuchesne UNIT NAMK& NO. .

FIELD Castle Peak OPERATOR- Easgoch Exp. A
INSPECTOR Thompson/Goodwin DATE 1/12/84
INC T.SSUED

A. CENERAL YESINOINAiENtl LEAS€ 2EpiltREMENTS
1. WeLL Signs....................................... '

. 1 (L.> Emergency Pics Approved
2. Well Equipment Saciafactory...................... (b.) Are Dikes Around Tanka Required!
3. Environmencal Protaccion Satisisetary: Yes Ho

(fire hazards)(erosion)(air)(water)(soltà vascal i.7.) Is BuriaL ai ilow Lines Required?
(bioca).......................................... Yes No

4. Temporary or Energency Pics Saciafaccary..-....--
5. Lease Free of Evidence of Spills/Dischargel

Seepage........................................., SAL£3 APPROVAL INFORMATTON:
6. Dikes Around Tanks, 44 Required.......... OIL.
7. Flow Lines 3uried, if-Required...... . ...2...... (10.) Sale by LACT-Unic ($_f--
8. AIL Surface use Approved and Noc-Excessive.....-- Approval

9. Does Currene.9-319-Confirm Raasonableness-aio -: (13.) Seals on 111 Tank Access Lines- --

2. Production vs. Sales.-....................... I I Required? Yes No-
b. Tank Capacity vs. Invencocy.-........-........ I i (14.) Un Lease Stocate L--I
a. Reported Well Scacus vs. Accual... ......... I I Off-Lease Storigefl¯I

Approved
Lf Off Laase - Measurement is:

8. LIQUID BYOROCAR30N PROOUCTION LS.) Ott Lease Lil? On Lasse .'227

10. Muchod of Measurement: (16.) Canningling: Mac Approved
.(_¯7

(A) LACT Meter; (5) Tank Cauge; (C) Other i A BC On Leasu LilT Approvat

11. Method of Measuremenc Sacisfactory............... off Laase
Ll¯7

Approvat
12. Liquid Randling Equipmenc 3acisfacrory........... CAS.
13. All Lines Leaving Tankage 5ealed/Locked.......... tid.) Special Restriccions Applicable
L4. Produccion Scored on Lease, if Required.......... Y,as No
LS. Production Measured on Lease, if RequLred........ (22.) On Laase SALes

16. Commingling as Approved.......................... (22.1 Off Laase Sales (TLE Approval
23.) Liquid Coileccion From Drips

C. NATUSJl. CAS PRODUCTTON Required? Yes No
17. Type of Gas Froduccion: OTHER REQUTHEM£NTS

(A) Cas dell; (8) Casinghead............. A 3 (24.) NTL-25 Noc Applicable /
¯]

18. Cas Disposicion: Applicable Lill? Approval
(A) Sold' (5) Flared/Vencad; (C) Used on Lease: Hydrogen Sulfide Operacions.
(D) Other............................ |A 3 C D Analysis:

19. Mechod of MÆssureseenc: Gas Screan PPM
-FA) Orifice Meter; 68) Turbine Meter; (C) Escimaced STV PPM
(D) Other............................ lA 8 C D (29.) Is a Cancingency P'.an Required?

20. Mechod of Measurement Sacisfaccocy............... Yes No

21. Gas Randling/Treacing Equipment Saciafactory....
22. Production Measured on Laase, if Required....... REMARK3 lOCâÌTÍ,Çñ .S Stacked
23. Liquids Collected From Drips, if Required......-.. well is not drilled to this

date.Well is not on comtyter
D. WATER DISPOSAL Sheet,

24. Disposal Method:
(A) Unlined Fic; (3) Lined Pic; (C) Subsurface;
(D) Other............................ j A B C D

25. If Disposal by Pics, are Pics Sacisfaccary.......
26. Addicional Disposai Facilities Sacisfactory.a.

E. RYDROCEN SULTIDE OP€RATIONS
27. Are Tank Batteries Properly Equipped.........···
28. Are Warning5igna Property Inacalled.............
29. IT Required, is the Concingency Flan AvaLL.bte...
30. Ara Personnel Properly Frocacced.................

($1 Shuc-ima.. (V) Format warning (t) iniarmal



OPERATOR DATE

WELLNAME

SEC Ñ-Û T R /Ú e" COUNTY

API NUMBER TYPE OF LEASE

POSTING CHECKOFF:

INDEX HL

NID PI

I \
PROCE C :

APPROVALLE'ITER:

SPACING: A-3 c-3-a
UNIT CAUSENO. & DATE

c-3-b c-3-c

SPECIAL LAN



RECONCILE WELL NAMEAND LOCATION ON APD AGAINST SAME DATA ON PIAT MAP.

AUTHENTICATE LEASE ANDOPERATOR INFORMATION

IFY ADEQUATEANDPROPER BONDING

AUTHENTICATE IF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACING CONSIDERATION

ORDER

UNIT

c-3-b

c-3-c

HECKDISTANCETO NEARESTWELL.

CHECKOUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHER WELLS.

IF POTASHDESIGNATED AREA, SPECIAL LANGUAGEON APPROVALLETTER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVAL





¿nserch Exploration, Inc.
Well No, Federal 1-9
May 24, 1984
Page 2

5. This approval shall expire one (1) year after data of issuance unless
substantial and contira.ous operation is axterway or an application
for an extension is made prior to the approval expiration date.

3he API number assigned to this well is 43-013-30¾6.

Associate Director, Oil & Gas

RJF/as

cc: är auch of Fluid Hiner als

Enclosures



For 3160-3 SUBMIT IN TRIPI2CATE* Form approved.
(November 1983) (Other instructione on Budget Bureau No. 1004-0136
(formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT U-44427

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. frrNDMN,¾OT ERORTRIBENAME

18. TTPE OF WORK N/A
DRILL Ð DEEPEN O PLUG BACK O L UNE A0MENENT NAME

b. TTPE OF WELL N/A
OTLLL

LI. OTHER
ELE MOUNETH LE 8. FARM OR LEASE NAME

2. NAME or oPznATon FEDERAL
Enserch Exploration, Inc. 9. WELL NO.

a. ADDRESS OF OFERATOR 1...g
1230 River Bend Drive - Suite 136 - Dallas, Texas 75247 io. FIELD AND POOL, OB WILDCAT

4. LOCATION Or WELL (Report location clearly and in accordance with any State requirements·*) WILDCAT
At surface

2120 ' FNL & 733' FWL (S¾-NR) 11. acD..." &°"n's"
Section 9-T9S-R16E

At proposed prod. zone Same S.L.B.&M.
14. DISTANCE IN MILES AND DIRECTION PROM NEAREST TOWN OR POST OFFICE* 12. COUNTT OR PARISH 18. STATE

Approximately 18.8 miles south of Myton, Utah Duchesne Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEARg(IT TO THIS WELL
PROPERTY OR LEABlŒLINE, FT. 520' 440 40(Also to nearest drlg. unit line, if any)

lŠ. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED.
OR APPI.IED FOR, ON THIS LEASE. FT. gNone 61 50 Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5791' GR ASAP
23. PROPOSED CASING AND CEMENTING PROGRAM

81ZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITT OF CEMENT

12-1/4" 8-5/8" 24# 300' Circulate to Surface
7-7/8" 5-1/2" 15.5# 6150' Sufficient to cover productive

zones and protect oil shale
and aquifers

Propose to drill a 12-1/4 inch hole to 300 feet, set 8-5/8 inch casing and cement to
surface. An 11 inch x 3000 psi bradenhead and 11 inch x 3000 psi double hydraulic
pipe and blind rams, and annular blowout preventers will be installed and tested to
2000 psi. A '7-7/8 inch hole will then be drilled to a total depth of 6150 feet with
a KCL base drilling fluid. If the well is evaluated to be productive, 5-1/2 inch pro-
duction casing will be run and cemented. If the well is non-productive, the well will
be plugged and abandoned according to B.L.M. requirements. The location will be re-

stored as per B.L.M. instructions, and a dry hole marker erected. RECE1VED

JUN 5 1984

IN ABOVE BPACE DESORIBE PROPOSED PROonAM: If proposal is to deepen or plug e da on present productive sone a o a p tive
zone. If proposal is to drill or deepe directionally, give pertinent data on a cations and measured and true ver h wout

(This space for Federal or State omce use

PFPYTT Y APPROVkfrDATP

DISTMCTMANAGER
APPROVED RL

, .

TTTLE DATE

CONDITIONS OF APPROVAL, IF ANY :

CONDITIONS OF APPR
OPERATOR'S Luo MUSSUEMECT T -,g

Title 18 .C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within ita



D 'ca of Land M RECElVEDvt , a oistrictOttlee
170 cath 500 East
Vemal, Utah 84078 MAY0 1 1985

3100 MS & MWWG
U-44427

April 19, 1985

Enserch Exploration, Inc.
1230 River Bend Drive
Suite 136
Dallas. TX 75247

Re: Rescind Application for Permit
to Drill

Well No. 1-9
SWNWSec. 9, T.9S., R.16E., SLB&M
Lease U-44427
Duchesne County, Utah

Gentlemen:

Lease U-44427 was issued effective March 1, 1980 for a primary term of
five years ending February 28, 1985.

The Application for Permit to Drill the referenced well was approved on
June 4, 1984. Since that date, no activity has transpired on the approved
location, and therefore, no production in paying quantities was located
on the leasehold. In view of the foregoing, this office is rescinding the
approval of the referenced appycation wjthout prejudice.

This office requires a letter confinning that no surface disturbance has
occurred at this approved location. Thank you for your cooperation.

If a have any questions in this matter, please contact Allen McKee
at 801) 789-1362.

Sincerely,

Craig M. Hansen
Assistant District Manager
for Ninerals



NATURALRESOURCES Dee C. Hansen, Executive Director
Oif, Gas & Mining Dianne R. Nielson. Ph.D., Division Director

355 W. North Temple • 3 Triad Center • Suite 350 • Solt Lake City, UT84180-1203 • 801-538-5340

May 6, 1985

Enserch Exploration, Inc.
1230 River Bend Drive #136
Dallas, Texas 75247

Gentlemen:

Re:.Well No. l-9 - Sec. 9, T. 9S., R. 16E.,
Duchesne County, Utah - API #43-013-30946

In concert with action taken by the Bureau of Land Management,
April 19, 1985, approval to drill the above referenced well is
hereby rescinded.

A new "Application for Permit to Drill" must be filed with this
office, for approval, prior to future drilling of the subject
location.

Sincerely,

3 n R. Baza
etroleum Engineer

pk
cc: Dianne R. Nielson

Ronald 3. Firth
File

01705/81

an equal opportunity
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